
C I T Y  O F  S T .  M A R Y S ,  K A N S A S
Office of the Zoning Administrator  •  “The Heart of the Kaw Valley”

P E R M I T  A P P L I C A T I O N

A C C E S S O R Y  S T R U C T U R E
Pursuant to Unified Development Code, Chapter 1, Article 7

B E F O R E  Y O U  A P P L Y

•  Accessory structures may not be located in the front yard setback, and must be at least five (5) feet from any side or rear 
lot line. (UDC §7.100.2)

•  Buildings over 150 sq. ft. must be placed on a permanent foundation, slab, or piers approved by the Zoning Administrator. 
(UDC §7.100.1.c)

•  No accessory structure may be constructed and occupied prior to completion of the principal structure on the lot. (UDC 
§7.100.3.b)

•  Attach a site plan showing lot dimensions, principal structure, proposed accessory location, setbacks, and easements.

1 P R O P E R T Y  A N D  P E R M I T  I N F O R M A T I O N

D A T E  O F  A P P L I C A T I O N Z O N E  D I S T R I C T P E R M I T  N O .  ( S T A F F )

P R O P E R T Y  A D D R E S S P A R C E L  I D  N O .

L O T ( S ) B L O C K S U B D I V I S I O N

2 A P P L I C A N T  A N D  O W N E R

N A M E  O F  L A N D O W N E R L A N D O W N E R  T E L E P H O N E

N A M E  O F  A P P L I C A N T  ( I F  D I F F E R E N T ) A P P L I C A N T  T E L E P H O N E

A P P L I C A N T  M A I L I N G  A D D R E S S

C O N T R A C T O R  ( I F  A P P L I C A B L E ) C O N T R A C T O R  T E L E P H O N E

3 P R O J E C T  D E S C R I P T I O N
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CITY OF ST. MARYS, KANSAS

ATTACHMENT A

PERMANENT FOUNDATION GUIDANCE FOR STORAGE SHEDS
Accessory Structure Permit Application ZP-AS-01 · 2026

UDC requirement: Buildings over 150 sq. ft. must be placed on a permanent foundation, slab, or piers approved by the Zoning
Administrator. Portable structures under 150 sq. ft. should be properly anchored.

Examples Generally Considered Permanent Foundations

Foundation type Typical description / permit note

Poured concrete slab-on-grade Concrete slab under the shed, preferably with a thickened edge where needed. Shed should be mechanically
anchored to the slab.

Monolithic slab with thickened
perimeter

Single concrete pour with slab and edge footing formed together; stronger than a thin floating slab.

Continuous footing with stem wall Concrete footing around the perimeter, with concrete block or poured stem wall supporting the structure.

Concrete piers / drilled pier footings Individual concrete piers at structural support points. Anchoring should address wind uplift and movement.

Engineered pier-and-beam system Piers supporting beams or skids that are permanently fastened and approved by the Zoning Administrator.

Post-frame foundation system Treated structural posts embedded in concrete or set on approved concrete footings, where appropriate for the
structure type.

Supports That Are Not Usually Enough by Themselves

Loose concrete blocks, patio blocks, gravel pad only, pallets, landscape timbers on grade, unanchored skids, or a shed simply sitting on the
ground should not be treated as a permanent foundation unless specifically approved.

Applicant / Staff Review Checklist
■ Confirm whether the accessory structure is over 150 sq. ft.

■ Identify the proposed foundation type on the permit application.

■ Show the structure location, setbacks, easements, and foundation note on the site plan.

■ Confirm anchoring or fastening method for wind uplift and movement.

■ If easements are present, route for utility review before approval.

■ Apply any separate building-code, floodplain, or drainage requirements that may apply.

Staff note: This attachment is guidance for common permit review. The Zoning Administrator retains discretion to approve an equivalent foundation system
consistent with the UDC and applicable codes.


